
PRE LAB 8

lab gas chromatography introduction: in this experiment we will be performing gas chromatography to purify and analyze
the components of volatile mixture.

In addition to observing them visually, you will use the oscilloscope monitor these outputs with the
oscilloscope to make measurements of the program activity. Modify your NOP loop from Lab 3 so that the
wiper runs at the specified speed in the requirements. You can get the command-line syntax by running the
program with no arguments. You have implemented a majority of this functionality in previous labs. Interrupt
Questions:. Refer to the "defines" section of the code to see which bit corresponds to which activity. In
addition to the behaviors described above, the digital outputs on Port B are used to indicate the activity of the
processor. The sciRxBuf array shall be initialized to all spaces. To implement a foreground and background
task using interrupts and the SCI. Dynamic Routing: the current architectures and systems of global logistics
are lack of feedback loops that allow for deviation management and corrective and preventive action CAPA.
The setup code shall be in C code. Use Ctrl-C to terminate the program. The stopwatch clock shall be accurate
within 1 second per 2 minutes elapsed time. Also note, that the skeleton function has a 5 ms delay at the end of
it. The global timer counter shall be initialized to zero. However, note that there are no inputs to the timer.
You will implement interrupt functions in both assembly and C. Your foreground task shall have the same
requirements as the windshield wiper task from Lab 3 this means you can re-use code you already have
implemented plus changes to meet further requirements. Add the wiper controller functionality in assembly
code as the main foreground task. Part 3 - Timer Interrupt: Implement the timer interrupt service routine. The
timer ISR shall acknowledge the interrupt. The ISR shall acknowledge the interrupt by clearing the interrupt
flag. The code that executes normally i. The cyclic executive will combine both C code and assembly.


