
CONCLUSION TRACKING SYSTEM

tracking software. The almost all of their functional requirements were met by this vehicle tracking system. The other
non-functional requirements such as.

Also the body of the maruti can be best modeled as combination of curves and thelines. You can sell the
vehicle with the unit in it and the new owner will take over the monthly subscription, or you can re-install the
unit in your new vehicle. If you choose to reinstall into your new vehicle, there is no charge for that. I do
hereby certify that the project work done on the aforesaid project by Ms. Also If distance between the vehicle
position in the two consequtive frames is two much then this tracking program can't detect the vehicle in the
second frame and will try to track it in the susequent frame. Microcontroller used is AT89S This micro
controller contains 40 pins and circuit is designed. The current design is an embedded application, which will
continuously monitor a moving Vehicle and report the status of the Vehicle on demand. All you need is a PC
with an internet connection and a vehicle to track! This framework is intended to serve undertakings with a
boundless number of vehicles and complex utilization prerequisites. Can I choose the landmarks I want to see
on the map? Initially it was used by United States military, But now most receivers are in automobiles and
smartphones. There are a number of options available when selling your vehicle. In this project
microcontroller is used for interfacing to various hardware peripherals. There are bar-code systems which
require a person to scan items and automatic identification RFID auto-id. Application of tracking is a
substantial basis for vehicle tracking in fleet management, asset management , individual navigation, social
networking, or mobile resource management and more. With the help of high sensitivity vibration sensors we
can detect the accident. Even then, passwords are only given out by email, to the email address which is
registered to the account. The microcontroller will receive this SMS and compare the password and the
command. But on special request we also provide external antennas with cost. You can buy the units in groups
so you can get familiar with the solution and set up a schedule of when you will want the next group of units
shipped. Can I be alerted if a seatbelt is not buckled? Google maps: Google Maps Desktop and mobile web
mapping service application and technology provided by Google, offering satellite imagery, street maps, and
Street View perspectives, as well as functions such as a route planner for travelling by foot, car, bicycle beta
test , or with public transportation. Vehicle Tracking: Conclusion Limitaions This program is highly sensitive
to the camera position and the environment, so a considerable amount of tuning has to be done each time a
new video is taken or camera position is changed and even more so if the video is of an entirely new
environment. All the information is held and managed on secure TrackTrace servers, so all you need to
provide is access to our web site using your usual PC web browser. It enables us to access the internet, our
email, video streaming and multimedia messages from our mobile phones. GPS system track the current
location of vehicle, there are two types of tracking used one is online tracking and other is offline tracking. In
the wake of exchanging on the motor, engine can't restart without consent of watchword. The Global
Positioning System GPS is a satellite-based navigation system made up of a network of 24 satellites placed
into orbit by the U. Line of sight is not necessarily required for a location fix. The proposed work is
cost-effective, reliable and has the function of preventing theft and providing accurate tracking system. Very,
but like all devices that rely upon cellular networks to deliver information, they can fail. Most customers are
able to install the tracker in under an hour. Google Earth support states that most of the images are no more
than 3 years old. Vehicle following frameworks acknowledged in shopper vehicles as a burglary avoidance
and recovery gadget. Yes, you can have a number of custom Geo-Code to identify the location with you own
name How is the vehicle device powered? The RS standard is commonly used in computer serial ports. RFID
is excellent and reliable indoors or in situations where close proximity to tag readers is feasible, but has
limited range and still requires costly readers. This is mainly due to cell sites being out of action or your
vehicles may be in a bad reception area. Others are 'real-time' or 'near real-time' like Global Positioning
Systems GPS depending on how often the data is refreshed. Department of Defense. Our pricing is based on a
tiered volume level that includes all the features and benefits that have been explained. Through the
framework, clients will have the facility of observing the area graphically and other important data of vehicle.


